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Ionic-to-Electronic Conductivity Crossover in CdTe-AgI-As 2 Te 3 Glasses: An 110m Ag Tracer Diffusion Study

Conductivity isotherms of (CdTe)x(AgI)0.5-x/2(As2Te3)0.5-x/2 glasses (0.0 ≤ x ≤ 0.15) reveal a non-monotonic behavior with increasing CdTe content reminiscent of mixed cation effect in oxide and chalcogenide glasses. Nevertheless, the apparent similarity appears to be partly incorrect. Using 110m Ag tracer diffusion measurements, we show that semiconducting CdTe additions produce a dual effect: (i) decreasing the Ag + ion transport by a factor of ≈200 with a simultaneous increase of the diffusion activation energy, and (ii) increasing the electronic conductivity by 1.5 orders of magnitude. Consequently, the conductivity minimum at x = 0.05 reflects an ionic-to-electronic transport crossover; the silver ion transport number decreases by three orders of magnitude with increasing x.

INTRODUCTION

Tracer diffusion experiments have been widely used in the past to study ion transport in oxide glasses. [START_REF] Terai | Ionic Diffusion in Glasses[END_REF][START_REF] Frischat | Ionic Diffusion in Oxide Glasses[END_REF][START_REF] Natrup | Cation Diffusion and Ionic Conductivity in Soda-Lime Silicate Glasses[END_REF][START_REF] Mehrer | Diffusion and Ionic Conduction in Oxide Glasses[END_REF] Among the most important results found previously, we should note: (i) the diffusion coefficients of alkali cations are significantly higher than those of alkalineearth ions, oxygen species, or glass-forming elements (Si, Al ...); (ii) a diffusivity crossover in the mixed alkali glasses; (iii) the Haven ratio HR varies systematically, 0.2 ≤ HR ≤ 1, depending on the mobile ion content. Nevertheless, until recently, diffusion measurements in chalcogenide glasses were rather scarce. [START_REF] Kawamoto | Silver Diffusion in As2S3-Ag2S, GeS2-GeS-Ag2S and P2S5-Ag2S Glasses[END_REF][START_REF] Kazakova | A Study of Silver-Containing Chalcogenide Glasses[END_REF][START_REF] Thomas | Tracer Diffusion and Electrical Conductivity in Sodium-Rubidium Silicon Sulfide Glasses[END_REF] However, during the last decade, several diffusion studies combining both electrical conductivity and radioactive tracer diffusion D* were presented; thus highlighting phenomena that could not be reached by electrical measurements alone. [START_REF] Bychkov | Percolation Transition in Ag-Doped Germanium Chalcogenide-Based Glasses: Conductivity and Silver Diffusion Results[END_REF][START_REF] Bychkov | Percolation Transition in Ag-Doped Chalcogenide Glasses: Comparison of Classical Percolation and Dynamic Structure Models[END_REF][START_REF] Drugov | Ag Tracer Diffusion Study of Percolation Transition in Ag2S-As2S3 Glasses[END_REF][START_REF] Bychkov | 64 Cu Tracer Diffusion in Copper Chalcogenide Glasses[END_REF][START_REF] Bychkov | Ionic Diffusion and Local Hopping in Copper Chalcohalide Glasses Measured Using 64 Cu Tracer and 129 I-Mössbauer Spectroscopy[END_REF][START_REF] Bychkov | EXAFS Studies of Cu + Ion Conducting and Semiconducting Copper Chalcogenide and Chalcohalide Glasses[END_REF][START_REF] Bolotov | Degenerated Mixed Cation Effect in CuI-AgI-As2Se3 Glasses: 64 Cu and 110 Ag Tracer Diffusion Studies[END_REF] Recently, chalcogenide glasses in the ternary system CdTe-AgI-As2Te3 [START_REF] Kassem | New Chalcogenide Glasses in the CdTe-AgI-As2Te3 System[END_REF] were synthesized, and the effect of CdTe semiconductor additives on transport and physical properties of binary AgI-As2Te3 glasses has been investigated. [START_REF] Bobylev | Electrical Properties of Glasses in the AgI-As2Te3 System[END_REF][START_REF] Alekseev | Ionic and Electronic Transport in AgI-As2Te3 Glasses[END_REF] The glass-forming range for (CdTe)x(AgI)0.5-x/2(As2Te3)0.5-x/2 compositions was found to be limited to x ≤ 0.15. The glass transition temperature Tg decreases in the range 0.0 ≤ x ≤ 0.1 and remains constant with further increasing x. More importantly, the electrical properties of cadmium telluride glasses exhibit a non-monotonic behavior with (i) diminished (x ≤ 0.05) and (ii) enhanced total conductivity σdc (x > 0.05), reminiscent of mixed cation effect in oxide and chalcogenide glasses. Semiconducting CdTe additions were assumed to produce two distinct phenomena: (i) a decrease of the ionic conductivity by blocking the Ag + ion transport within the preferential conduction pathways, and (ii) an increase of the electronic conductivity caused by Te 5p lone-pair electronic states in the top of the valence band.

The present paper deals with 110m Ag tracer diffusion measurements in the ternary (CdTe)x(AgI)0.5-x/2(As2Te3)0.5-x/2 glasses, which would allow to obtain a detailed information on the ionic and electronic components of the charge transport.

EXPERIMENTAL DETAILS

Glass Preparation

(CdTe)x(AgI)0.5-x/2(As2Te3)0.5-x/2 samples (x = 0, 0.01, 0.025, 0.05, 0.075, 0.10, 0.125, 0.15, 0.17, 0.20) were prepared using the appropriate proportions of CdTe, AgI and As2Te3. The starting materials were sealed under vacuum (10 -6 mbar) in a cleaned silica tube (8 mm ID and 1 mm wall thickness), heated slowly in a rocking furnace to 850 °C at 5 K min -1 heating rate, maintained at this temperature for 24 hours, then cooled down to 650 °C before quenching in cold salt/water mixture. Several three-gram samples were obtained for each composition. Further synthesis details and properties characteristic to this telluride system are published elsewhere. [START_REF] Kassem | New Chalcogenide Glasses in the CdTe-AgI-As2Te3 System[END_REF] 

Conductivity Measurements

Total electrical conductivity of the samples was measured using a Hewlett Packard 4194A impedance meter. The impedance modulus Z and the phase angle θ were obtained in the frequency range from 100 Hz to 15 MHz at temperatures between 293 and 378 K, the maximum temperature was below Tg for the glass samples. [START_REF] Alekseev | 110 Ag Tracer Diffusion Studies of CdSe-AgI-As2Se3 Glasses[END_REF] The quenched samples, prepared as rectangular plates, were polished using SiC powder (9.3 µ grain size). The sample sides were ground parallel and gold was deposited on opposite sides to form electrodes for conductivity experiment, i.e., the electrochemical cell for conductivity measurements was Au|glass|Au. Typical thickness and area of the samples were in the range of 0.7-1.5 mm and 6-8 mm 2 , respectively. Further details of conductivity measurements are published previously. [START_REF] Kassem | New Chalcogenide Glasses in the CdTe-AgI-As2Te3 System[END_REF][START_REF] Bobylev | Electrical Properties of Glasses in the AgI-As2Te3 System[END_REF][START_REF] Alekseev | Ionic and Electronic Transport in AgI-As2Te3 Glasses[END_REF][START_REF] Kassem | Chemical and Structural Origin of Conductivity Changes in CdSe-AgI-As2Se3 Glasses[END_REF] 

110m Ag Tracer Experiments

The 110m Ag tracer (the half-life t½ = 249.76 d) was produced by the 109 Ag(n,γ) 110m Ag nuclear reaction in a research reactor of St. Petersburg Nuclear Physics Institute using thermal neutrons with an average flux of 8.0(2) × 10 13 n cm -2 s -1 . For each composition, samples having the same conductivity parameters within the experimental uncertainty were used in diffusion experiments. Measurements were carried out using thin-layer geometry. A drop of radioactive 110m AgN03 solution was deposited onto one face of the sample, kept there for 2 h, wiped with a filter paper, washed with distilled water and ethyl alcohol, and then dried. The sample was wrapped in aluminium foil and encapsulated in a Pyrex tube. The samples were annealed in a furnace at 20 to 115 °C for a period of several hours to 60 days. The diffusion anneals were terminated by quenching the samples in air. The sides of the sample parallel to the diffusion direction were ground to eliminate surface diffusion effects. The sample was then sectioned on a parallel grinder. The thickness of each section was determined either from the density, cross-sectional area and weight change of the sample, or by direct thickness measurements. In the latter case, the thickness uncertainty was ± 5 µm. Further details on tracer diffusion measurements were published elsewhere. [START_REF] Alekseev | 110 Ag Tracer Diffusion Studies of CdSe-AgI-As2Se3 Glasses[END_REF] 

RESULTS AND DISCUSSION

Tracer Diffusion Results

Penetration profiles for 110m Ag tracer diffusion in the CdTe-AgI-As2Te3 glasses obey the usual solution of Fick's law for an infinitesimally thin deposit of radioactive isotope on a semi-infinite specimen 2 :
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A(y,t) is the residual activity of the sample after a thickness y was removed, t is the diffusion anneal time, A0 is the initial residual activity, DAg is the tracer diffusion coefficient, and erf(q) is the Gauss error function. Experimentally determined values of A(y,t) and A0 yield q values which, when plotted vs. y, produce a straight line passing through the origin, Figure 1.

The silver tracer diffusion coefficients DAg, determined from the slope of the penetration profiles, are given in Figure 2, plotted as log DAg versus T -1 . Figure 2 shows that the temperature dependences of the tracer diffusion coefficient are in good agreement with Arrhenius-type activation dependence
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where D0 is the diffusion pre-exponential factor, Ed the diffusion activation energy, k and T have their usual meaning. The derived diffusion parameters D298, Ed and D0 were calculated from a least-square fit of the data to Equation (3). D298 corresponds to roomtemperature silver tracer diffusion coefficient DAg. The results are listed in Table 1 and shown in Figure 3.

The 110m Ag tracer diffusion coefficient decreases monotonically by 2.3 orders of magnitude with increasing x from 6.8 × 10 -11 cm 2 s -1 (x = 0) to 3.8 × 10 -13 cm 2 s -1 (x = 0.15) at room temperature (Table 1). Fig. 3a shows that the conductivity and tracer diffusion isotherms for the ternary CdTe-AgI-As2Te3 glasses are significantly different, especially at x ≥ 0.05. These results are consistent with our previous assumption [START_REF] Alekseev | 110 Ag Tracer Diffusion Studies of CdSe-AgI-As2Se3 Glasses[END_REF] that the ternary glasses, depending on x, are either mixed or predominantly electronic conductors. Fig. 3b shows that the diffusion activation energy Ed increases simultaneously from 0.47 eV to 0.68 eV. Meanwhile, the pre-exponential factor D0 increases by a factor of 15 with increasing x, Fig. 3c. Similar increase of D0 was also observed in the (CdSe)x(AgI)0.5-x/2(As2Se3)0.5-x/2 system. [START_REF] Alekseev | 110 Ag Tracer Diffusion Studies of CdSe-AgI-As2Se3 Glasses[END_REF] The diffusion pre-exponential factor is proportional to the attempt frequency ߥ , the jump distance ℓ, and the activation entropy for the jump of a mobile ion

Δܵ # ܦ ∝ ߥ ℓ ଶ exp (∆ܵ # /݇), ( 4 
)
where ݇ is the Boltzmann constant. Neglecting the entropy term, the ܦ increase may be related either to higher ߥ , or to longer ℓ. Taking into account the proposed immobilization of some Ag + cations by cadmium species within the preferential conduction pathways in the CdSe-AgI-As2Se3 glasses [START_REF] Alekseev | 110 Ag Tracer Diffusion Studies of CdSe-AgI-As2Se3 Glasses[END_REF] , the effective jump distance is expected to increase with x, thus increasing ܦ .

Apparent Haven Ratio

The Haven ratio HR is a simple experimental parameter easily accessible from a combined (tracer diffusion coefficient D and ionic conductivity σi) experiment or from a single electro-diffusion or Chemla measurement. Since the total conductivity σdc, measured using impedance spectroscopy, is not purely ionic, i.e., the silver ion transport number tAg + < 1, we cannot calculate the Haven ratio HR 20
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where σ D is the conductivity diffusion coefficient calculated from the ionic conductivity i σ using the Nernst-Einstein relation
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where N is the concentration of the mobile species, ze is the electric charge of the carrier ion, and k and T have their usual meaning. However, we have calculated the apparent Haven ratio tAg + HR using the usual definition of the ion transport number

dc i Ag t σ σ + = (7) 
By combining the equations 5, 6 and 7, the apparent Haven ratio tAg + HR can be expressed as:
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The calculated tAg + HR are presented in Figure 4 as a function of temperature and their average values are also given in Table 1. The apparent Haven ratio decreases significantly with x from tAg + HR = 0.16±0.02 for the x = 0 glassy host, (AgI)0.5(As2Te3)0.5, to tAg + HR = (3.7±0.8)×10 -4 for the x = 0.15 glass at the limit of the glass-forming range. Since the overall changes of the Haven ratio in glasses and crystals are limited, 0.2 ≤ HR ≤ 1 (see for example, references [START_REF] Terai | Ionic Diffusion in Glasses[END_REF][START_REF] Frischat | Ionic Diffusion in Oxide Glasses[END_REF][START_REF] Bychkov | Percolation Transition in Ag-Doped Germanium Chalcogenide-Based Glasses: Conductivity and Silver Diffusion Results[END_REF][START_REF] Alekseev | Ionic and Electronic Transport in AgI-As2Te3 Glasses[END_REF][START_REF] Murch | The Haven Ratio in Fast Ionic Conductors[END_REF] and references therein), doping with CdTe results in a remarkable decrease of tAg + , at least by two or three orders of magnitude, discussed in details in the next section.

Ionic versus Electronic Transport

Analysis of the total conductivity σdc and 110m Ag tracer diffusion DAg allows the ionic and electronic transport to be distinguished. Figure 5a shows the room-temperature conductivity σdc and its ionic counterpart HRσAg + , calculated from DAg using Equations ( 5)

and (6). The two activation energies and pre-exponential factors are compared in Fig. 5b and Fig. 5c.

A non-monotonic change in σdc accompanied by a shallow maximum in the conductivity activation energy E σ seems to be related to a crossover from the mixed conducting glasses with a significant contribution of the Ag + ion transport to the CdTe-rich vitreous alloys having predominantly electronic conductivity. Similar phenomenon was observed in the binary (AgI)z(As2Te3)1-z glassy system with variable silver iodide content z. [START_REF] Bobylev | Electrical Properties of Glasses in the AgI-As2Te3 System[END_REF][START_REF] Alekseev | Ionic and Electronic Transport in AgI-As2Te3 Glasses[END_REF] The AgI-poor glasses are essentially electronic conductors but the Ag + ion transport becomes predominant at z ≥ 0.4. The most concentrated (AgI)0.6(As2Te3)0.4 and (AgI)0.8(As2Te3)0.2 glasses appear to be nearly pure ionic conductors with tAg + ≅ 1 and tAg + >> te, where te = tn + tp is the electron transport number of n-and/or p-type. [START_REF] Alekseev | Ionic and Electronic Transport in AgI-As2Te3 Glasses[END_REF] Using the apparent Haven ratio tAg + HR for the ternary glasses, we can estimate the silver ion transport numbers tAg + in this system. The Haven ratio for the ion-conducting glass (AgI)0.6(As2Te3)0.4, HR = 0.44±0.08, is very similar to those for AgI-rich superionic (AgI)z(As2Se3)1-z vitreous alloys, HR = 0.40±0.04 at z ≥ 0.4. [START_REF] Alekseev | Ionic and Electronic Transport in AgI-As2Te3 Glasses[END_REF][START_REF] Alekseev | 110 Ag Tracer Diffusion Studies of CdSe-AgI-As2Se3 Glasses[END_REF] Assuming that the (AgI)0.5(As2Te3)0.5 glass also has HR = 0.44, the calculated tAg + values vary between 0.8 and 0.2 for this particular composition, Figure 6.

The observed decrease of tAg + with increasing temperature is expected since the diffusion activation energy Ed is lower than E σ , Fig. 5b. In other words, the electronic conductivity increases faster with increasing temperature than the ionic transport, resulting in a tAg + decrease, ݐ߲ శ ߲ܶ ൗ < 0. In addition, we have observed earlier that the mixed conducting silver selenide and silver telluride glasses are characterized by higher values of the activation energy and pre-exponential factor related to electronic or hole transport. [START_REF] Alekseev | 110 Ag Tracer Diffusion Studies of CdSe-AgI-As2Se3 Glasses[END_REF][START_REF] Vlasov | Compositional Dependence of Ionic Conductivity and Diffusion in Mixed Chalcogen Ag-Containing Glasses[END_REF][START_REF] Vlasov | Ionic and Electronic Conductivity in the Copper-Silver-Arsenic-Selenium Glasses[END_REF] In ion-conducting (CdSe)x(AgI)0.5-x/2(As2Se3)0.5-x/2 glasses, the Haven ratio increases with x from HR = 0.4 to 0.7. [START_REF] Alekseev | 110 Ag Tracer Diffusion Studies of CdSe-AgI-As2Se3 Glasses[END_REF] Assuming similar trend for the ternary telluride system, we have calculated the silver ion transport numbers. The room temperature tAg + values, shown in Figure 7, decrease exponentially with x from 0.67±0.15 (x = 0) to (6.6±1.8)×10 -4 (x = 0.15), i.e., by 3 orders of magnitude. The calculated tAg + was used to divide the total conductivity σdc into ionic σAg + and electronic σe parts, Figure 8.

The binary x = 0 glassy host, (AgI)0.5(As2Te3)0.5, is a mixed conductor with a significant contribution of the Ag + ion conductivity, tAg + = 0.67±0.15. Semiconducting CdTe additions induce two opposite processes: (1) a remarkable exponential decrease of the ion transport by a factor of ≈200; and (2) a monotonic increase of the electronic conductivity by ≈1.5 orders of magnitude. The crossover between the two regimes is reflected by a non-monotonic change in σdc. The electronic conductivity increase with x is caused by Te 5p lone-pair electronic states in the top of the valence band. [START_REF] Mott | Electronic Processes in Non-Crystalline Materials[END_REF] 

Suppression of the Ion Transport

We have already reported similar decrease of the ionic conductivity σi and 110m Ag tracer diffusion DAg with increasing x in the ternary selenide system (CdSe)x(AgI)0.5-

x/2(As2Se3)0.5-x/2. 18,19 Comparing the ion transport parameters with those for the binary superionic AgI-As2Se3 glasses, it was found that the ternary glasses with the same silver concentration exhibit much lower σi and DAg. A comparable effect is observed for the binary AgI-As2Te3 and ternary CdTe-AgI-As2Te3 glasses, Figure 9. The diffusion coefficient at 25 °C, D298, for the ternary CdTe-rich glass (x = 0.15) appears to be lower by ≈2 orders of magnitude in comparison with its binary counterpart, Fig. 9a. The respective diffusion activation energy is higher by 0.2 eV, Fig. 9b.

The remarkable suppression of the Ag + ion transport with increasing CdTe content can also have chemical and structural origin similar to that in the selenide system. [START_REF] Kassem | Chemical and Structural Origin of Conductivity Changes in CdSe-AgI-As2Se3 Glasses[END_REF][START_REF] Alekseev | 110 Ag Tracer Diffusion Studies of CdSe-AgI-As2Se3 Glasses[END_REF] The exchange reaction CdTe + 2AgI ⇄ CdI2 + Ag2Te in the glass-forming melt may lead to a mixed silver environment. As a result, the Ag + ion mobility within the mixed iodide/telluride conduction pathways decreases. Nevertheless, the quantitative analysis of the chemical effect does not reproduce the observed ion transport changes in the ternary selenide glasses. [START_REF] Kassem | Chemical and Structural Origin of Conductivity Changes in CdSe-AgI-As2Se3 Glasses[END_REF] At x < 0.2, a significant difference still exists between the simulated and experimental conductivity. A non-random mixing of cadmium and silver species in the ternary glass network appears to be the basis of an additional and/or alternative structural interpretation. Cd-related structural units do not form separate domains but are positioning within the preferential conduction pathways built-up by Ag-related polyhedra. Immobile or slow Cd 2+ ions will affect the Ag + ion dynamics by restricting the number of accessible empty sites thus reducing the ionic conductivity. The observed increase of the Haven ratio in the selenide system with increasing x is consistent with the non-random mixing but implies immobilisation of some neighboring Ag + cations by a Cd 2+ ion. [START_REF] Alekseev | 110 Ag Tracer Diffusion Studies of CdSe-AgI-As2Se3 Glasses[END_REF] Both chemical and structural reasons of the Ag + ion transport suppression need further experimental verification in the ternary telluride system. The experimental conductivity and diffusion data alone do not allow any reliable evidence in favor of either hypothesis to be provided. High-energy x-ray diffraction results could provide a clue for solving the problem.

Transport Properties in the Telluride and Selenide Ternary Systems

The two ternary (CdX)x(AgI)0.5-x/2(As2X3)0.5-x/2 systems, where X = Se or Te, exhibit many similarities and characteristic differences in transport properties, Figure 10. First, the telluride glasses, as the vast majority of vitreous tellurides [START_REF] Mott | Electronic Processes in Non-Crystalline Materials[END_REF][START_REF] Zhang | Chalcogenide Glasses: Preparation, properties and applications[END_REF] , have a significantly higher electronic conductivity compared to their selenide counterparts, ≈2 orders of magnitude at 25 °C, Fig. 10a. The observed difference is caused by Te 5p lone-pair electron states forming the top of the valence band in telluride alloys compared to lower lying Se 4p lone pairs. [START_REF] Mott | Electronic Processes in Non-Crystalline Materials[END_REF][START_REF] Kolobov | Metastability and Phase Change Phenomena[END_REF] On the contrary, the ionic conductivity and silver tracer diffusion coefficient are by a factor of 100 to 300 higher in the selenide ternaries, Fig. 10b, accompanied also by lower activation energy. Similar decrease of DAg was reported earlier for mixed chalcogen Ag-As-Se-Te glasses [START_REF] Vlasov | Compositional Dependence of Ionic Conductivity and Diffusion in Mixed Chalcogen Ag-Containing Glasses[END_REF] , when Se was progressively replaced by Te. Only the intermediate compositions with Te fraction r = Te/(Se+Te) in the range of 0.05 ≤ r ≤ 0.35, have shown a non-monotonic change in DAg, attributed to a mixed anion effect. The reason of the observed difference in the magnitude of σi and DAg between telluride and selenide systems is not yet clear. Detailed structural studies are needed to compare the connectivity of Ag-related sub-network in the two families. Finally, the effect of CdX (X = Se or Te) additions is identical for the two systems. Semiconducting cadmium chalcogenides increase the electronic conductivity and decrease the ionic one. Even quantitatively, the observed changes are similar: DAg decreases of 2-2.5 orders of magnitude and σe increases by a factor of 10-30.

CONCLUSIONS

The 110m Ag tracer diffusion coefficient in the (CdTe)x(AgI)0.5-x/2(As2Te3)0.5-x/2 glasses (0.0 ≤ x ≤ 0.15) decreases by a factor of ≈200 with increasing x from 6.8×10 -11 cm 2 s -1 (x = 0.0) to 3.8×10 -13 cm 2 s -1 (x = 0.15) at room temperature. The DAg decrease is accompanied by a simultaneous increase of the diffusion activation energy from 0.47 eV to 0.68 eV and the diffusion pre-exponential factor by a factor of 15. The combined analysis of diffusion and conductivity data shows a significant decrease of the silver ion transport number by three orders of magnitude with increasing x. The suppression of the Ag + ion transport accompanied by a simultaneous increase of the electronic conductivity causes an ionic-to-electronic transport crossover in cadmium telluride glasses; the CdTe-rich vitreous alloys become nearly pure electronic conductors. 
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 6 Figure 6. Silver ion transport number tAg + plotted as a function of temperature for selected (CdTe)x(AgI)0.5x/2(As2Te3)0.5-x/2 glasses, x = 0 and 0.05. 183x250mm (300 x 300 DPI)

Figure 7 .

 7 Figure 7. Room temperature silver ion transport number tAg + for the ternary (CdTe)x(AgI)0.5-x/2(As2Te3)0.5-x/2 glasses plotted as a function of CdTe content. 174x239mm (300 x 300 DPI)

Figure 8 .

 8 Figure 8. Room temperature total conductivity σdc as well as its ionic σAg + and electronic σe components for the ternary CdTe-AgI-As2Te3 glasses. 97x129mm (220 x 220 DPI)

Figure 9 .

 9 Figure 9. (a) Room temperature diffusion coefficient DAg, and (b) diffusion activation energy Ed for the binary AgI-As2Te3 17 and ternary CdTe-AgI-As2Te3 glasses plotted as a function of the silver content. The solid lines are drawn as a guide to the eye. 410x306mm (300 x 300 DPI)

Figure 10 .

 10 Figure 10. Room-temperature transport characteristics of the ternary (CdX)x(AgI)0.5-x/2(As2X3)0.5-x/2 glasses, where X = Se or Te: (a) electronic conductivity; (b) 110m Ag tracer diffusion coefficient. 407x304mm (300 x 300 DPI)

Table 1 110m

 1 1. 110m Ag tracer diffusion parameters for the CdTe-AgI-As2Te3 glasses: the roomdiffusion coefficient D298, the diffusion activation energy Ed, the pre-exponential factor D0, and the apparent Haven ratio tAg + HR Ag tracer diffusion parameters for the CdTe-AgI-As2Te3 glasses: the room-diffusion coefficient D298, the diffusion activation energy Ed, the pre-exponential factor D0, and the apparent Haven ratio tAg + HR

	Composition	D298 (cm 2 s -1 )	Ed (eV)	D0 (cm 2 s -1 )	tAg + HR
			(CdTe)x(AgI)0.5-x/2(As2Te3)0.5-x/2		
	x	[Ag] (at.%)				
	0.00	14.28	6.8×10 -11	0.471(13)	6.0×10 -3	1.6(2)×10 -1
	0.05	13.87	1.3×10 -11	0.560(31)	3.6×10 -2	9.4(7)×10 -2
	0.10	13.43	2.1×10 -12	0.582(45)	1.3×10 -2	4.6(7)×10 -3
	0.15	12.98	3.8 ×10 -13	0.675(46)	9.1×10 -2	3.7(8)×10 -4
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