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Abstract 

The modification of porosity and surface silanization are efficient methods to improve 

physicochemical and biological properties of bioactive glass. For sol-gel-derived glasses, the use of 

surfactant in the synthesis medium allows to pattern porosity and may significantly impact their in 

vitro bioactivity. Additionally, surface functionalization by silanization may be a key method for 

grafting drugs or biomolecules to the glass surface. In this work, we realized a comparative study of 

the effect of porosity modification and surface silanization on in vitro bioactivity of sol-gel-derived 

bioactive glasses. The materials characterization by FTIR spectroscopy, XRD analysis, ICP-OES 

spectroscopy, and SEM-EDS, before and after soaking in SBF, showed that the ordered porosity 

increases significantly the kinetics of hydroxyl-carbonate apatite formation and induces a control of 

the mineralization at the glass surface. The results show also that the glass remains bioactive after 

silanization. The present work shows that porosity structuring both improves the in vitro bioactivity of 

our glass and increases the silanization rate of the glass surface. 

 

Key-words: Bioactive glass, Sol-Gel, Silanization, Mesoporous, Bioactivity, Controlled 

mineralization. 

 

1. Introduction  

The first bioactive glass, named 45S5, was synthesized by L. Hench in the early 1970s [1-4]. 

Since then, bioactive glass has continued to be of interest to researchers for its use as a 

biomaterial for hard tissues. Its bioactivity allows the creation of bonds with living bone tissue 
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[5-9]. Many studies have been carried out to understand the physicochemical and biological 

behavior of bioactive glasses. Several parameters could influence the reactivity of the glass, 

including the synthesis method [10-15],textural features such as porosity structure and pore 

size [14-20], and the composition by incorporating elements of a physicochemical or 

biological interest [21-25].Yan et al. are the first research team that developed mesoporous 

bioactive glass with ordered porosity [26], this property results in an increased specific 

surface area and a well-defined porous structure in terms of shape and diameter, this impacts 

positively the bioactivity of the bioactive glass [27]. Since the bioactive glass is intended to be 

implanted in a bone site, it may play another role than just a bone filler. Adding therapeutic 

molecules can confer the glass an additional biological property such as increasing bone 

regeneration and/or antibacterial activity [28,29]. Surface silanization is one of the most 

widely used methods that allow the association between glass and different organic molecules 

[30]. This method consists in grafting to the surface of the glass a silane coupling agent with 

terminal functional groups [31].These groups will allow a chemical bond with one or more 

well-defined organic molecules. Nevertheless, for this approach to be successful in the 

purpose of bone implantation, the glass must remain bioactive after surface silanization. In 

this work, sol-gel derived glasses named92S6 and 92S6 P123 with wt% composition: 

(84.82% SiO2 – 10.14 % CaO – 5.04 % P2O5) were synthesized and studied [16-19]. In a 

previous work, a comparative study of the synthesis of bioactive glass with an ionic surfactant 

(CTAB) and with a non-ionic surfactant (P123) was realized to highlight the effect of the 

chemical nature of the surfactant on glass physicochemical properties [18]. It was showed 

that, for the tested conditions, the presence of non-ionic surfactant P123 in the glass synthesis 

medium led to a hexagonal ordered mesoporosity. Conversely, the use of ionic surfactant 

CTAB did not allow to obtain the ordered mesoporosity [18]. Even if the non-ionic surfactant 

did not allow to order porosity, its presence might influence the textural glass property. In the 

present work, we synthesized a bioactive glass in presence of the non-ionic surfactant P123 

and in strictly the same conditions, except the presence of a surfactant, its unordered 

counterpart synthesized without any surfactant. We then studied the effect of the ordered 

porosity induced by the presence in the synthesis medium of the non-ionic surfactant P123 

both on porosity and bioactivity features. In addition, we studied the influence of 

functionalization by silanizationon the bioactivity features for the two glasses.

 

2. Materials and methods 

 

2.1. Glass synthesis reactants 

The different reagents for the glass synthesis are summarized in Table I. The pluronic P123 

(Aldrich, France) was used as a surfactant for the synthesis of 92S6 with structured porosity 

named 92S6 P123 (see section below). 

Table I. Reagents used for glass synthesis. 

 Silica source Calcium source Phosphorous 

source 

Non-ionic 

surfactant 
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Reagent Tetraethyl 

orthosilicate 

(TEOS) 

Calcium nitrate 

tetrahydrate 

(Ca(NO3)2, 

4H2O) 

 

Triethyl 

phosphate (TEP) 

Pluronic P123 

Supplier Sigma-Aldrich Fluka Sigma-Aldrich Sigma-Aldrich 

 

Purity 98% 99% 99.8% - 

 

2.2. Preparation of bioactive glass samples 

The bioactive glasses named 92S6 and 92S6 P123 were synthesized according to a procedure 

described elsewhere [16-19]. The 92S6 P123 is the notation which refers to the 92S6 glass 

synthesis in presence of the surfactant pluronic P123. 

Surface silanization of the bioactive glasses 

The two glasses were silanized with 3-aminopropyltriethoxysilane (APTES, 98%, Alfa-Aesar) 

as follows: glasses were dehydrated by a heat treatment at 200°C under vacuum and then 

refluxed with 20.10
-3

mol of APTES per gram of glass in dehydrated toluene (20 mL/g of 

glass) for 24h at 120 °C under Argon. The obtained product was centrifugated and rinsed 3 

times with a mixture of diethyl ether and dichloromethane (1:1) and finally dried at 100°C 

during 12h in air. 

The Table II summarizes the four materials to be studied with their notations. 

 

 

Table II. The materials studied and their notations. 

Material Notation 

Non-silanized 92S6 92S6 

 

Silanized 92S6 92S6 Sil 

 

Non-silanized 92S6 P123 92S6 P123 

 

Silanized 92S6 P123 92S6 P123 Sil 

 

2.3. Glass characterization before and after silanization 

Specific surface area and porosity features were analyzed at 77K using Nitrogen adsorption 

isotherms by a Gemini VII volumetric adsorption analyzer (Micromeritics, USA). Prior to 

measurements, the samples were outgassed during one night at ambient temperature in a 

VacPrep 061 degas system. 
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Specific surface areas were derived from the isotherms using the BET method and a set of 10 

experimental points of the linear range of the BET plot (0.05P/P00.3).  

The ordered porosity in 92S6 P123 was assessed by transmission electronic microscopy using 

a JEOL JEM 2100 LaB6 microscope operating at 200 KV. The images were obtained in a 

bright field using a high resolution Gatan US1000 camera, and an Orius 200D camera. The 

samples 92S6 and 92S6 P123 Sil were also analyzed for comparison. 

The silane coupling agent contains an amine group. The nitrogen related to this functional 

group was quantified to determine the degree of silanization. The analysis was performed 

using inert gas fusion elemental analysis apparatus LECO TC 600 (LECO, USA). Nitrogen 

was measured as N2 by thermal conductivity and oxygen as CO2 by infrared detection. The 

apparatus was calibrated using LECO standards. Each analysis was done in triplicate. The 

mean weight percentage of nitrogen in glass and standard deviation were then calculated. 

2.4. In vitro bioactivity test 

To evaluate the in vitro bioactivity, each glass was soaked in a simulated body fluid (SBF). 

This solution which presents an ionic composition close to the human plasma (Table III) was 

synthesized in accordance to Kokubo procedure [32,33]. 25 mg of each of the four materials 

were immersed in 50 mL of SBF. The suspensions (glass in SBF) were placed in an incubator 

set at 37 °C with a rotation speed of 60 rpm for different soaking times {1, 5, 10 and 15 

days}. The procedure was realized in triplicate. 

 

 

Table III. Ionic composition of SBF compared to human blood plasma. 

Ions Na+ K+ Ca2+ Mg2+ HCO3
- Cl- HPO4

2- 

Plasma (mM) 142 5 2.5 1.5 27 103.8 1 

SBF (mM) 142 5 2.5 1.5 4.2 148 1 

 

2.5. Glass surface characterization before and after soaking in SBF 

The glasses surface changes were characterized by FTIR spectroscopy, XRD analysis, and 

SEM-EDS before and after immersion in SBF. To quantify the ionic exchange between 

theglasses and SBF over time, the supernatant of SBF was collected and analyzed by ICP-

OES after each soaking time. 

2.5.1. XRD analysis 

X‑ray diffraction (XRD) patterns were recorded at room temperature in 10°‑60° 2θ range with 

a step size of 0.0261° and an effective scan time per step of 300 s using a PANalytical X’Pert 

Pro diffractometer (Cu‑L2,L3 radiation, λ = 1.5418 Å, 40 kV,40 mA, PIXcel 1D detector). 

Data collector and HighScore Plus programs were used, respectively, for recording and 
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analysis of the patterns. The purity of all the prepared powders was systematically checked by 

XRD. 

2.5.2. FTIR spectroscopy 

The FTIR spectroscopy was carried out at room temperature on KBr pellets containing the 

sample using a Alpha Bruker spectrometer between 4000 cm
-1

 and 400 cm
-1

 in transmittance 

mode with a resolution of 1 cm
-1

.  

2.5.3. SEM-EDS 

Scanning electron microscopy coupled to Energy dispersive X-ray spectroscopy (SEM-EDS) 

was performed by a JEOL JSM 7100 F EDS EBSD (Oxford instrument) to examine the 

changes of the glasses surface before and after the different soaking times. 

2.5.4. ICP-OES 

The evolution of the elemental composition (Ca, Si, P) of the SBF after glass soaking was 

investigated by ICP-OES analysis preformed on SBF supernatant for each soaking time. The 

analysis was performed by Thermo Scientific iCAP 7000 series ICP-AES spectrometer. 

 

 

 

 

3. Results and discussion 

 

3.1. Porosity features 

TEM micrographs and Fourier transform (FT) patterns show for 92S6 (Figure 1A) an 

unordered porosity and irregular pore distribution. Whereas, for the 92S6 P123 (Figure 1B) 

the results show an ordered porosity organized in channels gathered in a hexagonal shape. 

These results are consistent with those obtained by Letaïef et al. [18]. For the 92S6 P123 Sil 

(Figure 1.C), the image and FT patterns reveal that the ordered porosity is preserved after the 

glass surface silanization. 
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Figure 1. TEM micrographs for 92S6 (A), 92S6 P123 (B) and 92S6 P123 Sil (C) before soaking in SBF. 

Specific surface area, total pore volume and BJH desorption average pore diameter for the 

different glasses are presented in Table IV. Results show greater specific surface area and 

average pore diameter for the glass presenting structured porosity (92S6 P123) than the glass 

presenting non-structured porosity (92S6). Results indicate also that the silanization decreased 

the specific surface area, probably because of the smoothing of the surface during the 

silanization process in solution. The pore diameters are smaller for silanized glasses due to the 

obstruction created by the carbon chains of the silane coupling agent (APTES) grafted at the 

pore surface [34]. However, the nitrogen adsorption and desorption isotherms (non-presented 

here) were not modified by the silanization process, which is consistent with an absence of 

modification of the main porosity features.   
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Table IV. Specific surface area (SBET), total pore volume (VP) and BJH desorption average pore diameter (DP) 

for different glasses 

Glass SBET 

(m2/g)
 

VP 

(cm3/g)
 

DP 

(Å) 

92S6  372 0.8 65 

92S6 Sil 280 0.6 59 

92S6 P123 392 1.2 119 

92S6 P123 Sil 342 1.3 69 

 

3.2. Nitrogen content analysis 

The comparison of glasses nitrogen content is presented in Table V. The increase of nitrogen 

content after silanization is consistent with the grafting of the silane coupling agent at the 

glass surface. Results indicate that the glass with structured porosity has a greater degree of 

silanization than the glass with non-structured porosity. Glass with structured porosity 

exhibits a lower dispersion in pore diameter than unstructured glass. This allows a regular and 

easier penetration of the APTES in the glass matrix, and then a greater grafting rate.   

Table V. Nitrogen weight content for the different glasses. 

Glass Wt N (%) ± SD 

92S6  0.34 ± 0.06 

92S6 Sil 1.25± 0.03 

92S6 P123 0.23 ± 0.06 

92S6 P123 Sil 1.56± 0.11 

 

3.3. XRD analysis 

After soaking in SBF, the XRD patterns, for both glasses 92S6 (Figure 2.A) and 92S6 Sil 

(Figure 2.B), show an appearance of a small peak at 29.4°after 1 day of immersion. This peak 

is assigned to the calcite formed from day 1 of immersion. The calcite precipitation is related 

to the high concentration of Ca that was released in SBF solution from the glass matrix in the 

first hours of immersion. Indeed, the released calcium ions combine with carbonate ions CO3
2-

 

from SBF to form calcite which precipitates on the glass surface [35]. At day 5 and day 10, no 

changes were recorded. On day 15 of immersion, we recorded additional peaks that are 

assigned to (002), (211), (310), (222) and (004) reflection plans of hydroxyapatite (HA) 

crystals consistent with the presence of this crystallized phase at the glass surface 

[36,37].  The XRD patterns show, for 92S6 P123(Figure 2.C) and 92S6 P123 Sil (Figure 2.D), 

after 1 day of immersion, an appearance of peaks assigned to HA similar to those observed for 

92S6 after 15 days of soaking in SBF. From day 5 up to day 15, we recorded an increase in 

the intensities of all recorded peaks for both 92S6 P123 and 92S6 P123 Sil. No peak assigned 

to calcite was recorded for 92S6 P123 and 92S6 P123 Sil throughout the whole soaking time. 
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Figure 2. XRD patterns of glass surfaces before and after immersion in SBF solution at different testing times. 

A: 92S6, B: 92S6 Sil, C: 92S6 P123, D: 92S6 P123 Sil. 

*Calcium hydroxide phosphate, AR powder (Alfa Aesar, Zeppelinstraße 7, 76185 Karlsruhe, Cat. # 304288, 

Lot#1386600). 

**ICDD# 01-086-2340. 

 

3.4. FTIR spectroscopy 

The FTIR spectra (Figure 3) show, for all glasses, after 1 day of immersion an appearance of a 

new small band at 878 cm
-1

and a large band between 1400 cm
-1

and 1500 cm
-1

.These bands 

are assigned to carbonate group (CO3
2-

) [38,39]. The bands recorded at 472 cm
-1

, 566 cm
-1

 , 

603cm
-1

 , 964 cm
-1

 and the large band between 1000 and 1100 cm
-1

 that covers the regions at 

1034 cm
-1

 and 1093 cm
-1

are assigned to tetrahedral phosphate group (PO4
3-

) [40,41]. The 
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dual-band at 566 cm
-1

 and 603 cm
-1

, which is a characteristic of crystalline calcium phosphate 

in hydroxyapatite [1][42-44] appears after 1 day of immersion for 92S6 P123 (Figure 3.C) and 

92S6 P123 Sil (Figure 3.D) and only after 15 days of immersion for 92S6 (Figure 3.A) and 

92S6 Sil (Figure 3.B). The carbonate group bands recorded on the first day of immersion are 

assigned to carbonate present in calcite for 92S6 and 92S6 Sil, and to carbonate present in 

hydroxyl-carbonate apatite for 92S6 P123 and 92S6 P123 Sil at this stage of immersion. 

These results are in good agreement with the recorded XRD patterns (Figure 2). 

 

 

Figure 3. FTIR spectra of glass surfaces before and after immersion in SBF solution at different testing times. A: 

92S6, B: 92S6 Sil, C: 92S6 P123, D: 92S6 P123 Sil. 

*Calcium hydroxide phosphate, AR powder (Alfa Aesar, Zeppelinstraße 7, 76185 Karlsruhe, Cat. # 304288, 

Lot#1386600). 
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3.5. ICP-OES analysis of SBF 

The ICP analysis of SBF solution after immersion of the glass 92S6 (Figure 4.A) shows at 

first an increase in Ca concentration after 1 day of immersion.  From day 1 to day 5 we 

recorded a decrease in Ca concentration. From day 5 to day 10 Ca concentration remains 

more or less constant. From day 10 to day 15, Ca concentration decreases. The P 

concentration remains unchanged up to day 10, after this period up to 15 days of immersion, a 

decrease is recorded.  

For 92S6 P123 (Figure 4.B), a slight decrease in Ca concentration is recorded on day 1. On 

day 5, the concentration decreases sharply, then the decrease continues slightly up to day 10. 

After that, the concentration remains practically unchanged up to day 15. The P concentration 

decreases slightly after day 1 of immersion, then the decrease continues sharply up to day 5, 

after that the concentration remains practically unchanged.  

The Si concentration increases rapidly after the immersion, for both glasses, to reach a 

practically stationary phase without an important change at this stage. 

 

Figure 4. Evolution of (Ca), (P) and (Si) concentrations in SBF versus time soaking. A: 92S6, B: 92S6 P123. 

The ICP-OES results for 92S6 versus 92S6-Sil and 92S6 P123 versus 92S6 P123-Sil (Figure 

5) show that the evolution of the different ions concentration in SBF is the same for both 

silanized and non-silanized glass, this result is in a good agreement with the results obtain by 

FTIR-spectroscopy and XRD analysis which show no difference between the two variants of 

glass. 
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Figure 5. Evolution of (Ca), (P) and (Si) concentrations in SBF versus soaking time for silanized and non-

silanized glasses. 
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3.6. SEM-EDS 

The SEM micrographs before immersion for 92S6 (Figure 6.A), 92S6 Sil (Figure 6.D), 92S6 

P123 (Figure 6.G) and 92S6 P123 Sil (Figure 6.J) show for all glasses an irregular surface 

with a granular appearance. The EDS results indicate, for all glasses, a surface very rich in 

silicon with small amounts of Ca and P, which is in good agreement with the elemental 

composition of all glasses before immersion in SBF. After 1 day of immersion, no change in 

surface aspect is recorded for 92S6 (Figure 6.B) and 92S6 Sil (Figure 6.E), whereas, small 

rods appeared on the surfaces of 92S6 P123 (Figure 6.H) and 92S6 P123 Sil (Figure 6.K). The 

EDS results show for 92S6 (Figures 6.B) and 92S6 Sil (Figure 6.E) the same results as before 

immersion. In contrary, for 92S6 P123 (Figure 6.H) and 92S6 P123 Sil (Figure 6.K), the EDS 

show a layer less rich in silicon and richer in Ca and P. By linking these results to FTIR 

spectra and XRD patterns, we conclude that the rods correspond to hydroxyl-carbonate apatite 

(HCA) crystals which was formed after 1 day of immersion on 92S6 P123 whether it’s 

silanized or not. This indicate that no formation of calcium phosphate phase occurred at the 

glass surface after one day in contact with SBF, on both 92S6 and 92S6 Sil contrary to 92S6 

P123 and 92S6 P123 Sil. These results are in accordance with ICP-OES results presented 

above.  After 15 days of immersion, small rods, very similar to those recorded on 92S6 P123 

and 92S6 P123 Sil from day 1 of immersion, appear on the surfaces of the 92S6 (Figure 6.C) 

and 92S6 Sil (Figure 6.F). For 92S6 P123 (Figures 6.I) and 92S6 P123 Sil (Figure 6.L), the 

same rods were recorded and became more abundant as compared to day 1. 

 

 

Figure 6. SEM micrographs and EDS spectra of 92S6 and 92S6 Sil surfaces before and after 1 day and 15 days 

of immersion in SBF. 
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3.7. Effect of ordered porosity on bioactivity 

Figure 7 illustrates the different steps of the in vitro reactivity of bioactive glass in SBF 

described by L. Hench [5]. The increase in Ca
2+ 

ion concentration in SBF is due to the 

cationic exchange between the glass surface and SBF: Ca
2+

 ions are released from the glass 

surface and H3O
+ 

ions from the SBF solution are uptaken by the glass. This ionic exchange 

leads to the formation of silanol groups (Si-OH) at the glass surface according to the 

following reaction: Si-O- -- Ca2+ -- -O-Si + 2 H3O
+  2 -Si-OH + Ca2+ + 2H2O (Figure 7 - step 1). 

The decrease in H3O
+
 leads to an alkaline pH which is responsible for the continuous 

hydrolysis of Si-O-Si and formation of a soluble Si(OH)4  which explains the increase of Si 

concentration after immersion (Figure 7 - step 2). The silanol groups at the glass surface 

condense to form a silica gel layer according to the reaction -Si-OH + HO-Si-  -Si-O-Si- + 

H2O. At this stage, Ca
2+

 and PO4
3- 

ions precipitate on the silica gel layer surface from the SBF 

to form the carbonated apatite phase. This mechanism is in good agreement with the 

simultaneous decrease in SBF concentrations of Ca and P recorded by ICP-OES between day 

10 and day 15 for 92S6 (Figure 4.A) and from day 1 for 92S6 P123 (Figure 4.B). These 

decreases are due to the migration of Ca
2+

 and PO4
3-

 from the SBF towards the glass surface 

to form at first an amorphous apatite layer on the silica gel layer (Figure 7 - step 3) which 

after incorporating OH
-
 and CO3

2-
 from SBF crystallizes in hydroxyl-carbonate apatite (HCA) 

(Figure 7 - step 4) after 1 day of immersion on 92S6 P123 surface and 15 days of immersion 

on 92S6 surface. This phenomenon explains the characteristic bands and peaks of HCA 

recorded in both FTIR-spectroscopy and XRD analysis respectively. 
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Figure 7. Reactions sequence between bioactive glass and SBF. 

 

The XRD patterns and FTIR spectra show a faster formation of HCA on 92S6 P123 surface 

(after 1 day of immersion) in comparison with 92S6 where HCA is formed only after 15 days 

of immersion.  The porosity patterning using pluronic P123 surfactant in the synthesis 

medium of 92S6 glass induces a regular, organized and well-defined structured porosity [18] 

(Figure 1.B), an increase of the specific surface area from 372 m
2
/g to 392 m

2
/g and a greater 

average pore diameter with a lower dispersion of pores diameter compared to 92S6 

synthesized without any surfactant (Figure 1.A). The structured porosity leads to a greater and 

easier contact with SBF by an easy diffusion and then a higher reactivity of the glass towards 

SBF [14]. Consequently, it allows a rapid availability of high concentration of Ca
2+

 in the 

medium which precipitates afterwards with PO4
3-

 to form HCA [45].  

The ICP-OES analyses confirm the XRD analysis and FTIR-spectroscopy results and show 

that the kinetic of ionic exchange and the formation of the hydroxyl-carbonate apatite layer is 

faster for 92S6 P123 than for 92S6. After one day of soaking, the increase in Ca concentration 

recorded for 92S6 was not observed for 92S6 P123. This fact is consistent with the absence of 

formation of apatite layer consecutive to the calcium ions released by the 92S6 glass surface. 

For 92S6 P123, no significant increase in Ca concentration was recorded one day after 

soaking: the calcium release was counterbalanced by the calcium uptake for the formation of 

the calcium phosphate phase: hydroxyl-carbonate apatite (HCA).  
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Additionally to the difference in the formation rate of HCA, related to the difference in 

porosity features between the two glasses, a significant difference is observed between the 

92S6 and 92S6P123 (and their silanized counterparts) about the co-precipitation of calcium 

carbonate phase, calcite, at the glass surface. As mentioned before, no calcite peak has been 

recorded for structured glasses 92S6P123 (and 92S6 P123 Sil) despite the fact that it exhibits 

high reactivity in SBF. In a previous study, it was demonstrated that the formation of calcite 

on glass surface is related to the continuous release of the Ca
2+

 ions which, reaching a given 

concentration, combine with the CO3
2-

 ions present in the SBF and then precipitate as calcite 

at the glass surface [35]. Clearly the results found in this study contradict this phenomenon for 

glasses with ordered porosity. Structured glasses should undergo a priori precipitation of 

calcite in a more obvious way than for unstructured glass, because of the higher contact 

surface with SBF. Surprisingly, this is not what the results showed. This lack of precipitation 

seems to be linked to the structure of the porosity that leads to a confined environment, and a 

well-determined spatial orientation. It is known that in addition to calcite, calcium carbonates 

can crystallize in other forms, namely aragonite and vaterite. The thermodynamic stability of 

these various forms, in the ambient aqueous conditions, is in according to descending order: 

calcite > aragonite > vaterite [46].  

Zeng et al. demonstrated that the crystallization of calcium carbonates in one form or another 

depends closely on the architecture and volume of the medium in which the phenomenon 

occurs [47]. The results of their study showed that the more confined the medium, the more 

the calcium carbonates crystallize as aragonite instead of calcite. The absence of calcite 

precipitation at the 92S6P123 glass surface is likely due to the fact that the confined medium 

within the structured glass prevents the precipitation of calcite. The precipitation of the more 

soluble and less stable aragonite does not occur before the formation of the calcium phosphate 

phase and the increase in Ca
2+

concentration allows calcium phosphate formation and 

crystallization of apatite instead of anarchic calcite precipitation in the early stages of 

immersion. For the 92S6 unstructured glass, we recorded an absence of HCA crystals up to 

day 15. Calcite precipitate on the first day of immersion and persists throughout the duration 

of immersion, this is at the origin of the very slow formation of the HCA, which occurs only 

on the 15th day of immersion. 

3.8. Effect of silanization on glass bioactivity 

Despite a decrease in specific surface area and in average pore diameter for silanized glasses, 

the porosity patterning of 92S6 P123 is preserved (Figure 1.C). On the other hand, the ICP-

OES results, XRD patterns and FTIR spectra showed that the silanization of the glasses 

surface did not significantly affect the glasses reactivity towards SBF. This can be explained 

by the fact that the free silanol groups on the glass surface are not part of the interaction with 

SBF in terms of ionic exchange (Figure 7- step 1). Indeed, in the glass network, it is the 

network modifiers that initiate the ionic exchange with the SBF; in our case, the network 

modifier is the calcium ion. On the other hand, the silanization does not lead to an impervious 

surface and consequently does not affect the SBF infiltration in the glass matrix [48]. As 

described above, following the cationic exchange between Ca
2+

 and H3O
+
, silanol groups are 

formed and subsequently condense to form a silica gel layer on which HCA is formed. It is 
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also, worth mentioning that the absence of any difference in Si evolution in SBF between 

silanized and non-silanized glass show that the silane coupling agent is strongly fixed to the 

surface of the glass and this fixation is not altered by the ionic exchanges that occur between 

the glass and SBF.

The SEM-EDS results are consistent with FTIR-spectra, XRD patterns and ICP-OES results 

in terms of the faster growth of HCA on 92S6 P123 in comparison to 92S6 and also in the fact 

that surface silanization does not affect glass reactivity toward SBF. 

Conclusion 

In this work, we have demonstrated the significant impact of porosity structuring on in 

vitro bioactivity of 92S6 sol-gel derived glass. Indeed, the ordered shape of the porosity has 

increased the surface contact between SBF and the glass, which leads to an increase in the 

ionic exchange kinetics and, consequently, to a faster growth of HCA layer on the bioactive 

glass surface. We also highlighted the impact of porosity structuring on calcite formation 

instead of, or in competition with hydroxy-carbonate apatite, the results showed that porosity 

structuring leads to a confined medium that hinders the ability of calcium carbonate to 

crystallize as calcite and therefore the Ca
2+

 ions released from glass combine rapidly with 

PO4
3-

 to form HCA. The results of this work showed that the porosity structuring of bioactive 

glass allows the control of crystallization of calcite and consequently the crystallization of 

HCA, this opens a path toward a deep exploration of this physicochemical phenomenon that 

allows modulating the reactivity of glass in the SBF, by controlling the crystallization of HCA 

as a function of textural features of the glass matrix. 

On the other hand, we studied the effect of the glass surface silanization on bioactivity 

feature. We first show that the ordered porosity facilitates the silane grafting. Afterward, we 

showed that silanization of the glass surface did not impact its reactivity towards the SBF. 

Indeed, the functional groups on the glass surface involved in the silanization process are not 

involved in the cationic exchange that occurs after contact with the SBF solution and 

therefore the bioactivity of the glass remains intact. Results also indicate that the bond 

between glass and the silane coupling agent is stable despite ionic exchanges and formation of 

apatite layer. A chemically stable silanized surface will allow the grafting of therapeutic 

molecules and a very interesting delayed release of the grafted molecules useful in treating 

cancer and bacterial invasions. The obtained results showed that the surface silanization can 

only be beneficial to bioactive glass. This surface treatment method allows the bioactive glass 

to be biologically and/or therapeutically more active, or strengthens one or more of its 

physicochemical or biological properties without negatively impacting its bioactivity. Our 

glasses are envisaged as controlled release devices for therapeutic molecules through surface 

functionalization by silanization.  

             In conclusion, it should be noted that our sol-gel bioactive glasses 92S6, because of 

their moldable physicochemical and biological properties, by modulating their porosity and/or 

surface functionalization, make them good candidates as bioactive implants and drug carriers 

for bone applications. 
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